In order to improve the capacity of soft fault diagnosis for analog circuit, a Wavelet Neural Network (WNN) diagnosis method based on Unscented Kalman Filter (UKF) algorithm is proposed. To overcome the shortcoming of the traditional BP algorithm of WNN, UKF algorithm is introduced to optimize the parameters of WNN, completing the training of WNN. The simulation shows that the proposed modeling algorithm has the better diagnosis capacity. This also verifies the feasible and effectiveness of proposed method.
with conventional neural network, WNN has a good improvement in accuracy, convergence and fault tolerance in modeling the nonlinear system.
Considering the discrete wavelet transform, through the wavelet function 2 , ( ) 2 (2 ) 
In depth, this formula can also be described as
where , ( ) m n t ψ is the orthogonal wavelet function, and used as the activation function in hidden node.
In addition, ji w is the connection weights from input layer to hidden layer, kj w is the connection weights from the hidden layer to the output layer. The formula (3) can be described by structure of WNN as shown in Fig. 1 . 
UKF algorithm
UKF algorithm proposed by Julier is a Kalman filter algorithm based on approximate distribution. UT (Unscented Transformation) is the core of the algorithm. It uses the deterministic sampling strategy to approximate the nonlinear distribution and can estimate the posteriori mean and covariance of the nonlinear system with higher accuracy [8] .
Suppose that the state equation and the observation equation are, respectively
where k ω is the process noise with the covariance matrix k Q . k u is the measure noise with the covariance matrix k R . k ω and k u are the white Gaussian noise with mean 0, and k ω is irrelevant to
The realization steps of UKF algorithm are as follows.
2) Sigma point sampling and weight determination 
Simulation example
Sallen-Key bandpass filter is selected as the research subject of fault diagnosis for analog circuit. The nominal value of each component in the circuit is shown in Fig. 2 . The normal tolerance range of resistance is set as 5%. The normal tolerance range of capacitance is set as 10%. The output "Out" is only test node. The paper only studies the single soft fault of resistance and capacitance without. ORCAD is used to simulate the circuit. Through AC small-signal sensitivity analysis, the sensitivity of the influence of each component on output waveform is compared by way of summary. It can be known that the change of R 2 , R 3 , C 1 , C 2 has the greatest impact on the output response waveform of the circuit. Therefore, it can determine that the fault set contains 8 fault modes, namely R 2 -, R 2 +, R 3 -, R 3 +, C 1 -, C 1 +, C 2 -, C 2 +, where the symbol '+' and '-' represents too large soft fault and too small soft fault respectively. All nominal value of deviation error are set as ±50%. In this way 8 fault modes together with normal mode add up to 9 modes. In addition, "0-l" method can be used to obtain the expected output vector of 8 output nodes in UKF-WNN, as shown in Table 1 . 
. Maximum number of training can be set as 500. In the experiment, if the absolute value of difference between expected output and actual output of an output node in WNN is greater than the determining value 0.3, then it can be considered that the diagnosis result is incorrect. For UKF algorithm, the value of covariance matrix k R of measure noise has little effect on the result, the diagonal components of k R can be taken as 0.0001. the diagonal components of k Q can be taken as 0.1. The modeling and diagnosis result of BP-NN, BP-WNN, and UKF-WNN is compared in Table 1 . The correct diagnosis results of 2 built models for each mode are shown in Table 2 , where C represents the number of correct diagnosis, R represents the correct diagnosis rate. The training convergence curves of UKF-WNN modeling is given in Fig. 3 , where MSE denotes the root mean square error of th training.
It can be seen from the experiment results that, for soft fault diagnosis for analog circuits, compared with BP-NN and BP-WNN, UKF-WNN have a more obvious diagnostic advantage. In 2 WNNs, UKF-WNN is better than BP-WNN in Training Misclassification Number (TrMN), Test Misclassification Number (TeMN) and Convergence Times (CT). This shows that UKF algorithm have authentically the superiority over traditional BP algorithm in WNN modeling. This is very important for the wider application of UKF-WNN in soft fault diagnosis for analog circuit. 
Conclusions
A WNN soft fault diagnosis method based on UKF algorithm is proposed for analog circuits. In this diagnosis method, UKF algorithm is used to optimizationally estimate the parameters of WNN diagnosis model. The simulation results on Sallen-Key bandpass filter shows that, the proposed diagnosis method has fast convergence rate and high diagnosis accuracy, greatly improving the diagnosis performance of soft fault, which provides a new approach for so fault diagnosis for analog circuit.
